§63.8820

the emission limit in Table 1 to this
subpart.

(h) Each affected source that has ob-
tained a title V operating permit pur-
suant to 40 CFR part 70 or 40 CFR part
71 must report all deviations as defined
in this subpart in the semiannual mon-
itoring report required by 40 CFR
70.6(2)(3)(iii)(A) or 40 CFR
71.6(a)(3)(iii)(A). If an affected source
submits a compliance report pursuant
to Table 6 to this subpart along with,
or as part of, the semiannual moni-
toring report required by 40 CFR
70.6(2)(3)(iii)(A) or 40 CFR
71.6(a)(3)(iii)(A), and the compliance re-
port includes all required information
concerning deviations from any emis-
sion limitation (including any oper-
ating limit) in this subpart, submission
of the compliance report shall be
deemed to satisfy any obligation to re-
port the same deviations in the semi-
annual monitoring report. However,
submission of a compliance report
shall not otherwise affect any obliga-
tion the affected source may have to
report deviations from permit require-
ments to the permit authority.

(i) For each startup, shutdown, or
malfunction during the reporting pe-
riod where the source does not meet
the emission limitations set out in
§63.8790 that occurs at a new or recon-
structed flame lamination affected
source and that is not consistent with
your startup, shutdown, and malfunc-
tion plan, you must submit an imme-
diate startup, shutdown and malfunc-
tion report.

(1) An initial report containing a de-
scription of the actions taken for the
event must be submitted by fax or tele-
phone within 2 working days after
starting actions inconsistent with the
plan.

(2) A followup report containing the
information listed in §63.10(d)(5)(ii)
must be submitted within 7 working
days after the end of the event unless
you have made alternative reporting
arrangements with the permitting au-
thority.

§63.8820 What records must I keep?

(a) You must keep a copy of each no-
tification and report that you submit
to comply with this subpart, including
all documentation supporting any Ini-
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tial Notification or Notification of
Compliance Status that you submitted,
according to the requirements in
§63.10(b)(2)(xiv).

(b) For each new or reconstructed
flame lamination affected source, you
must also keep the following records
specified in paragraphs (b)(1) through
(4) of this section.

(1) The records in §63.6(e)(3)(iii)
through (v) related to startup, shut-
down, and malfunction.

(2) Records of performance tests, as
required in §63.10(b)(2)(viii).

(3) Records of operating parameter
values.

(4) Records of the date and time that
each deviation started and stopped and
whether the deviation occurred during
a period of startup, shutdown, or mal-
function or during another period.

(c) For each loop slitter adhesive use
affected source, you must keep the fol-
lowing records specified in paragraphs
(c)(1) and (2) of this section.

(1) A list of each adhesive and the
manufacturer or supplier of each.

(2) A record of EPA Method 311 (ap-
pendix A to 40 CFR part 63), approved
alternative method, or other reason-
able means of determining the mass
percent of total HAP for each adhesive
used at the affected source.

§63.8822 In what form and how long
must I keep my records?

(a) Your records must be in a form
suitable and readily available for expe-
ditious review, according to
§63.10(b)(1).

(b) As specified in §63.10(b)(1), you
must keep each record for 5 years fol-
lowing the date of each occurrence,
measurement, maintenance, corrective
action, report, or record.

(c) You must keep each record on site
for at least 2 years after the date of
each occurrence, measurement, main-
tenance, corrective action, report, or
record, according to §63.10(b)(1). You
can keep the records offsite for the re-
maining 3 years.

OTHER REQUIREMENTS AND INFORMATION
§63.8826 What parts of the General

Provisions apply to me?

Table 7 to this subpart shows which
sections of the General Provisions in
§§63.1 through 63.15 apply to you.
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